
NEW 

Bosch Climate 5000 RAC



Energy efficiency of the range 

The Bosch Climate range is compliant with the European  
ErP 2013 standard (EcoDesign Directive 2009/125/EC) 
governing air conditioning installations and air conditioning 
equipment. 

3D DC Inverter technology and energy efficiency 

Bosch Climate air conditioning units achieve a high level of 
energy efficiency thanks to their DC Inverter technology. 

The term Inverter relates to modulation and is used in 
reference to units with a compressor and fan speed 
electronic drive that adapts the unit’s ability to produce hot 
and cold air to meet the requirements of the property. 

In addition to the compressor motor, the interior and exterior 
fan motors are also of the DC type and are brushless. As a 
result, 3D DC Inverter units are both quieter in operation and 
more efficient, which helps to save energy. 

The benefits of DC inverter technology 

Inverter air conditioning units offer many advantages over 
those of the no inverter type: 

▶ Rapid cooling and heating to achieve the required 
temperature. 

▶ Maintain a constant temperature with minimal fluctuations. 

▶ Power output adjusts to match the demand to avoid 
frequent compressor start-up/shut down and to increase 
energy efficiency. 

▶ Operate at low frequency with the highest SEER efficiency 
rating over the majority of the operating time which 
significantly reduces energy consumption. 

▶ The powerful DC inverter compressor and the exterior fan 
motor are used to adjust the air flow and volume, resulting 
in a more extensive and efficient range of operation. 

▶ There are no voltage peaks in the inverter compressor;  
the inverter start-up current is much lower than that of a 
unit without an Inverter. 

Bosch Climate RAC inverter air conditioning units 
can save up to 40% over a conventional system
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Bosch Climate RAC inverter air conditioning units 
can save up to 40% over a conventional system

Efficient, effective and environmentally friendly

Energy efficiency ratings of up to A++ 
Bosch Climate RAC air conditioning units are high quality 
products with A++ (cooling). 

Cold/Heat 
Ideal for providing comfort throughout the year from 
the same source, representing the perfect combination 
of technology and quality with the added benefit of a  
leading brand. 

Quiet and compact 
Thanks to their low noise levels and pleasing aesthetics, 
Bosch Climate RAC units offer the best of both worlds –  
a light and attractive modern design plus all the benefits  
of a comfortable living environment.  

R410A environmentally friendly refrigerant 
More efficient, high operating pressures of up to 60% 
greater than that of other refrigerants, as well as being 
environmentally friendly and non-flammable. 

Simple to install and operate 
Installation is made easier using the mounting template 
for the interior unit. The units have various integrated 
functions and there is an option to use remote controls. 

Support from a leading brand 
Bosch air conditioning products offer the support of 
the Bosch Group, a market leader in technology and 
innovation. 
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Bosch Climate 5000 RAC Standard Split Range 

Split 1x1 type air conditioning unit .

2.6kW, 3.5kW, 5.3kW and 7kW models.

DC in verter technology. 

High density filter. 

Compact and quiet. 

Remote control included. 

Timer.

Simple to install and maintain with integral mounting. 

Automatic reset. In the event of a power cut, the unit 
resets itself resuming operation at the same settings as 
before it shut down. 

Turbo mode. This function increases ventilation speed 
to reach the required temperature more quickly. 

Sleep function. Controls ambient temperature during 
the night. Auto-modulation improves comfort. 

Heating

Cooling

R-410A

DC Inverter
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Bosch Climate 5000 RAC Standard Split Range Technical data

Provided efficiencies calculated using the following parameters:

cooling: indoor temperature 27ºC (DB) / 19ºC (WB); outdoor temperature 35ºC (DB) / 24ºC (WB); heating: indoor temperature 20ºC (DB) / 15ºC (WB); outdoor temperature 7ºC (DB) / 6ºC 
(WB); Length of piping installation for combined units 7.5m. Height difference between indoor and outdoor units 0m.

Dimensions, technical data and functions may change due to product improvement. Units contain R410A fluorinated greenhouse gases.

MDCI22-3 RAC 2,6-2 IBW
7733700140

RAC 3,5-2 IBW
7733700142

RAC 5,3-2 IBW
7733700144

RAC 7-2 IBW
7733700146

MDCI22-3 RAC 2.6-2 OU
7733700141

RAC 3,5-2 OU
7733700143

RAC 5,3-1 OU
7733700145

RAC 7-2 OU
7733700147

Power supply V/Hz/Ph 220–240/~50/1

Maximum power consumption W 2075 2200 3150 3700

Maximum operating current A 9.5 10 13 17

Cooling

Cooling capacity Nominal (min-max) Btu/h 9.000
(3.500 - 11.000)

12.000
(3.700 - 14.000)

18.000
(6.200 - 20.900)

24.000
(9.100 - 26.900)

Power input (min–max) W (100-1240)  (100-1580) (140-2360) (240-3030)

Current (min–max) A (0.4-5.4) (0.4-6.9) (0.61-10.26) (1.0-13.2)

SEER W/W 6.1 6.1 6.7 6.1

ErP energy class A++

Heating 
(average 
climate)

Heating capacity Nominal (min–max) Btu/h 10.000 
(2.800-11.500)

13.000 
(3.000-14.400)

19.000 
(4.700-23.000)

25.000 
(5.500-30.000)

Power input (min–max) W (120–1200) (130–1510) (200–2410) (260–3140)

Current (min–max) A (0.5–5.2) (0.6–6.6) (0.87-10.48) (1.1–13.7)

SCOP W/W 4,0 4,0 4,1 4,0

ErP energy class A+

Indoor
unit

Dimensions W x D x H mm 715x194x285 805x194x285 957x213x302 1040x220x327

Packing W x D x H mm 780x270x360 870x270x360 1035x295x380 1120x405x310

Weight Net/gross kg 6.8/8.9 7.2/9.6 10.5/13.6 11.9/15.2

Fan motor speed hi/mi/lo r/min 1130/900/800 1130/900/800 1130/900/800 1130/900/800

Airflow hi/mi/lo m3/h 420/320/270 570/470/370 840/680/540 980/800/640

Sound pressure level hi/mi/lo/si dB(A) 40/34/29.5/22.5 41/36/28/23 42.5/37/33/23.5 45/39/34/25

Sound power level hi dB(A) 53 53 55 59

Outdoor
unit

Dimensions W x D x H mm 770x300x555 800x333x554 845x363x702

Packing W x D x H mm 900x345x585 900x348x615 920x390x615 965x395x755

Weight Net/gross kg 25.2/27.4 25.5/27.7 35.1/37.9 48.4/51.6

Compressor Type A Rotary

Fan motor speed r/min r/min 810/710/520 980/800/700 810/750/600

Airflow rate m3/h 1800 2200 2700

Sound pressure level dB(A) 55,5 56 55 60

Sound power level dB(A) 61 61 63 65

Installation

Refrigerant

Type R410A

GWP 2088

Charged quantity kg 0.8 1.35 1.85

Piping connections

Liquid / Gas mm (inch) Ø6.35/Ø9.52
(1/4”/3/8”)

Ø6.35/Ø12.7
(1/4”/1/2”)

Ø9.52/Ø15.9
(3/8”/5/8”)

Max installation length m 25 30 50

Max level difference m 10 20 25

Controller type Standard wireless

Operation temperature 
(outdoor)

Cooling ºC -15~50

Heating ºC -15~30
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Bosch Thermotechnik GmbH

Junkersstraße 20
73249 Wernau
Germany

Sales Office:

Aydınevler Mah. İnönü Cad. No:20
Küçükyalı Ofispark A Blok PK: 34854
Küçükyalı / Maltepe - İstanbul Türkiye

bosch.destek@tr.bosch.com


